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SESC Plan 
Inspection Report Instructions
For all projects subject to the requirements of the RI Stormwater Design and Installation Standards Manual or the RIPDES Construction General Permit the site owner and operator are required to develop and comply with a site specific Soil Erosion and Sediment Control Plan (SESC Plan) in order to remain in compliance with applicable regulations.      

This inspection report template has been provided by RIDEM for use by the site operator and designated inspector to document the adequacy and condition of erosion, runoff, sediment, and pollution prevention control measures specified for use on the construction site. It should be customized for your specific site conditions and consistent with the SESC Plan developed for your site. 
Using the Inspection Report

This inspection report is designed to be customized according to the control measures and conditions at the site.  On a copy of the applicable SESC Site Plans, number or label all stormwater control measures and areas of the site that will be inspected.  Include all control measures (temporary traps, basins, inlet protection measures, etc.) and areas that will be inspected. Also, identify all point source discharges/outfalls, and the priority natural resource areas (i.e. streams, wetlands, mature trees, etc). List each control measure or area to be inspected separately in the site-specific control measure section of the inspection report.   
Complete any items that will remain constant, such as the project information and control measure locations and descriptions. Then, print out multiple copies of this customized inspection report to use during the inspections.  
When conducting the inspection, walk the site by following the SESC Site Plans and numbered control measure locations for inspection. Also note whether the overall site issues have been addressed. Customize this list according to the conditions at the site.
Minimum Monitoring and Reporting Requirements

Your site must be inspected by or under the supervision of the owner and operator at least once every seven (7) calendar days and within twenty-four (24) hours after any storm event which generates at least 0.25 inches of rainfall per twenty-four (24) hour period and/or after a significant amount of runoff. Read Section 4.2 of your SESC Plan for more information regarding the importance of monitoring weather conditions.  
General Notes
· A separate inspection report will be prepared for each inspection.
· The Inspection Reference Number shall be a combination of the 
RIPDES Permit Authorization Number - consecutively numbered inspections.
For example:  Inspection reference number for the 4th inspection of a project would be: RIR101000-4
· Each report will be signed and dated by the inspector and forwarded to the site operator within 24 hours of the inspection.
· Each report will be signed and dated by the site operator upon his/her receipt and after completion of all required corrective actions.  
· It is the responsibility of the site operator to maintain a copy of the SESC Plan, copies of all completed inspection reports, and amendments as part of the SESC Plan documentation at the site during construction. 
Corrective Actions

If the SESC Plan Inspection determines that corrective actions are necessary to install or repair control measures, the resultant actions taken must be documented by the site operator.  The actions must be recorded in the Corrective Action Log attached to each SESC Plan inspection form. If the site operator disagrees with the corrective action recommendations, it must be documented, with justifiable reasons, in the Corrective Action Log, as well. Required timeframes for corrective actions are established by regulation and are discussed in Section 4.5 of your SESC Plan. 
Amendments

All SESC Plan Amendments, except minor non-technical revisions, must be approved by the site owner and site operator. The revision must be recorded in the Record of Amendments Log Sheet within the SESC Plan, and dated red-line drawings and/or a detailed written description of the revision must be appended to the SESC Plan.  Inspection forms must be revised to reflect all amendments. Update the Revision Date and the Version # in the footer of the report to reflect amendments made.
The SESC Plan shall be amended whenever there is a change in design, construction, operation, maintenance or other procedure, which has a significant effect on the potential for the discharge of pollutants, or if the SESC Plan proves to be ineffective in achieving its objectives.  
***Remember that the regulations are performance-oriented. 
Even if all control measures are installed on a site according to the SESC Plan, the site is only in compliance when
 erosion, runoff, sedimentation, and pollution 
are effectively controlled. ***
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